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HTO041 Phoenix-FR BALACLAVA

EUROX

CONFORMITIES/STANDARDS

EN ISO 13688:2013 +A1:2021

EN 1149-5:2018

EN 61482-2:2020 ( ELIM=5.6cal/cm2; EBT50 = 6.8cal/cm2;
APC=1)

DESCRIPTION

e Phoenix-FR Antistatic Balaclava

e Inherently flame retardant antistatic balaclava.

e To be worn underneath a welding helmet to give full
protection.

e Fits around head and neck. Conforms to: BS EN ISO
11612:2015 (A1 B1 C1), IEC 61482:2009, BS EN 61482-1-
2:2007(CLASS 1), BS EN 61482-1-1:2009 (Ebt=5.9
Cal/cm2).

Carton Quantity : 100

Carton Dimensions (cm) : L- 62W-39H- 25
Specifications/Technical Data

Fabric 57% Modacrylic 37% Cotton 5%
Composition  Spandex, 1%Antistatic

SIZE AVAILABILITY
ONE SIZE - ONE SIZE

WASH CARE LABELS

2 X A

DO NOT DO NOT DO NOT IRON
BLEACH DRY CLEAN WITH STEAM

MACHINE WASH

DO NOT WARM
TUMBLE DRY  LINE DRY  PERMANENT PRESS
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